
Validierfähiges Standard Software Paket

Entwickelt gemäß GAMP V-Modell

Hersteller-Erklärung zur Übereinstimmung 
mit 21 CFR part 11

Erfüllt die Forderung nach Integrität der
Daten gemäß cGMP-Regeln

Erfüllt die Forderung nach Rückverfolgbarkeit
der Daten gemäß cGMP-Regeln

Erfüllt die Forderung nach Validität der Daten
gemäß cGMP-Regeln

Dokumente und Vorlagen zur In-Prozess 
Validierung verfügbar

Geeignet für eichpflichtige Anwendungen
(YSW03)

Unterstützt Windows 2000 und 
Windows XP Professional

Bi-direktionale Steuerung angeschlossener
Messmittel, mittels cGMP-konformen 
XBPI-Befehlssatz

DDE-Schnittstelle zu Applikations-
programmen

Terminal-Emulation angeschlossener 
Messmittel ohne separate Anzeige

Computer-Bildschirm gilt als geeichte 
Anzeige (YSW03)

Alibispeicher (YSW03) bzw. Parallelspeicher 
(YSW03-0001)

Wichtige Funktionen (Tarieren, Nullstellen,
Drucken) über PC Mouse aktivierbar

Unterstützte Messmittel: 
cGMP|cGLP-konforme Laborwaagen 
der Sartorius Reihen ME, LA 

cGMP-konforme Industriewaagen und 
Anzeigegeräte der Sartorius Reihen FB, FC, 
FD, CAPS, CAPXS, CAPP, CIS, CISL, FCT, ISI, IS

RS485 netzwerkfähig

Sartorius WinScale YSW03, GMPconnect YSW03-0001
Validierfähige Datentransfer-Software erfüllt die engen Anforderungen der FDA 
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Advantages of a pre-validated software 
solution:

Prevalidated standard software package

Developed according to the FDA-compliant 
V-model

Manufacturer’s declaration of compliance
with 21 CFR part 11

Ensures integrity of data in compliance 
with cGMP rules

Approved for use in legal metrology 
(YSW03)

Assures traceability and validity of data in
compliance with cGMP rules 

Documents and validation templates available
for in-process validation

Runs under Windows® 2000, 
Windows® XP Professional 

Bidirectional remote control of gauge using a
powerful cGMP-compliant xBPI command set 

DDE data handling to link into application
programs 

Terminal emulation of connected gauges
without the need for separate indicators

Turns PC screen into an OIML-compliant 
scale display (with YSW03) or a parallel
memory (YSW03-0001)

Creates and maintains Alibi memory approved
for use in legal metrology (with YSW03) 

Most important weighing functions (tare,
zero, print) activated by mouse click 

Supported gauges: 
cGMP/cGLP-compliant premium balances 
of the Sartorius series ME, LA

cGMP-compliant industrial scales and 
indicators of the Sartorius series FB, FC, FD,
CAPS, CAPXS, CAPP, CIS, CISL, FCT, ISI, IS

RS-485 network support 

Sartorius WinScale YSW03, GMPconnect YSW03-0001
Validatable data transfer software meets the ever-growing demands of the FDA on regulated industries


